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Perbandingan Pemodelan Hujan Aliran Berdasarkan Kerapatan Spasial Hujan 
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Data debit atau aliran sungai merupakan informasi yang paling penting bagi 

pengelola sumber daya air. Debit puncak banjir diperlukan untuk merancang 

bangunan pengendali banjir. Namun demikian keberadaan data hujan jam-jaman pada 

suatu daerah aliran sungai sangat terbatas. Sebaliknya yang tersedia pada suatu 

daerah aliran sungai hanya data hujan harian. Oleh karena itu disagregasi hujan harian 

menjadi jam-jaman merupakan salah satu cara yang dapat dilakukan. 

Tujuan dari penelitian ini adalah mengetahui kondisi data hujan harian pada 

SubDAS Klopo Sawit, menjadikan data hujan harian menjadi jam-jaman pada stasiun 

hujan manual, dan mengetahui perbandingan pemodelan hujan aliran menggunakan 

data hujan hasil disagregasi terhadap data hujan hasil pengukuran. Sedangkan 

manfaat dari penelitian ini dapat memberikan informasi ilmiah mengenai pemodelan 

disagregasi hujan spasial menggunakan MuDRain. Selain itu hasil penelitian ini juga 

dapat digunakan sebagai acuan bagi penelitian selanjutnya yang sejenis. 

Berdasarkan hasil perhitungan dan analisa, dapat disimpulkan cross korelasi 

hasil disagregasi menunjukkan nilai antara 0,3-0,7 yang menunjukkan bahwa nilai 

tersebut dapat digunakan untuk mendisagregasi data hujan jam-jaman dan program 

MuDRain sukses untuk mendisagregasi data hujan jam-jaman 4 stasiun yaitu stasiun 

Sukokerto, Maskuning Wetan, Ancar, dan Kejayan. Selain itu perbandingan 

pemodelan hujan aliran menggunakan data hujan hasil disagregasi terhadap data hasil 

pengukuran diperoleh nilai tingkat keandalan atau tingkat akurasi model 7 stasiun 

lebih baik daripada model 3 stasiun yaitu masing-masing secara berturut-turut 

91,46% dan 45,19%. 
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SUMMARY 

 

Comparison of Rain Flow Modeling Based on Spatial Density Using Rain 

MuDRain (Case Study Klopo Sawit Subbasin Sampean Basin); Adiet 

Firmansyah, 071910301049; 2012: 86 pages; Department of Civil Engineering 

Faculty of Engineering, University of Jember. 

 

Discharge or flow data is the most important information for water resource 

managers. Flood peak discharge is needed for designing flood protection structure. 

However, the existence of hourly rainfall data at a watershed is very limited. In 

contrast are available on a watershed only daily rainfall data. Therefore, 

disaggregation of daily rainfall into hourly is one way to do. 

The purpose of this study was to determine the condition of daily rainfall data 

at Klopo Sawit Subbasin, making the daily rainfall data into hourly rainfall at the 

station manually, and knowing comparisons using data flow modeling rain rain rain 

the disaggregation of the data measurement results. While the benefits of this research 

can provide scientific information regarding the modeling of spatial disaggregation of 

rain using MuDRain. Also, results of this study can also be used as a reference for 

similar future studies. 

Based on calculations and analysis, can be summed cross correlation 

disaggregation results showed values between 0.3-0.7 which indicates that these 

values can be used to disaggregation hourly rainfall data and program success for 

disaggregation MuDRain hourly rainfall data 4 stations namely Sukokerto station, 

Maskuning Wetan, Ancar, and Kejayan. In addition comparison of rain flow 

modeling using rainfall data disaggregation results of the measurement result data 

obtained by the level of reliability or the accuracy of the model 7 stations is better 

than model 3 stations which each consecutive 91.46% and 45.19%. 
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