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RINGKASAN 

 

ANALISIS KEBERANGKATAN ARUS PADA SIMPANG BERSINYAL 

DILENGKAPI DENGAN TTCD DAN SIMPANG BERSINYAL TIDAK 

DILENGKAPI TTCD (TRAFFIC TIME COUNTER DISPLAY); Puput Anggoro 

Lukas, 0419103011138; 2011; Jurusan Teknik Sipil Fakultas Teknik Universitas 

Jember. 

 

 Salah satu upaya untuk meningkatkan kinerja persimpangan adalah dengan 

penambahan TTCD. Sebuah studi awal yang dilakukan Sulistyono (2006) dan 

Sulistyono, dkk (2006) dimana efektifitas penggunaan TTCD berdasar hasil analisis 

uji beda dan analisa keberangkatan arus hanya tampak pada waktu hilang akhir. Pada 

analisa keberangkatan arus, terjadi pergerakan pada ± 3 detik awal, dan puncak 

keberangkatan arus terjadi pada interval 7-12. Tujuan penelitian ini dilakukan adalah 

untuk mengetahui bagaimana keberangkatan arus pada simpang bersinyal dengan 

TTCD dan simpang bersinyal tanpa TTCD. Pengumpulan data primer dilakukan di 10 

lokasi simpang. Pengumpulan data primer dilakukan dengan pengukuran lapangan 

dan rekaman arus lalu lintas menggunakan (digital video recording) DVR. Analisis 

arus jenuh dan waktu hilang adalah dilakukan dengan menggunakan pendekatan teori 

Webster. Hasil analisis dari keberangkatan arus menunjukkan pergerakan kendaraan 

cenderung telah melakukan pergerakan lebih awal ± 3 detik sebelum lampu lalu lintas 

warna hijau dengan puncak keberangkatan arus jenuh sebagian besar terjadi pada 

interval ke-3 (9-15) detik untuk simpang dengan TTCD dan interval ke-2 (3-9) detik 

untuk simpang tanpa TTCD. Penempatan alat TTCD pada simpang bersinyal dapat 

memberikan nilai yang cukup positif dalam meningkatkan kinerja simpang bersinyal 

dengan bertambahnya nilai arus jenuh dan mengurangi waktu hilang awal. 
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SUMMARY 

 

FLOW DEPARTURE ANALYSIS ON SIGNALIZED INTERSECTION 

EQUIPPED WITH TTCD AND SIGNALIZED INTERSECTION WITHOUT 

TTCD (TRAFFIC TIME COUNTER DISPLAY); Puput Anggoro Lukas, 

0419103011138; 2011; Civil Engineering Department, Engineering Faculty, 

University of Jember. 

 

One effort to improve performance is by the addition TTCD intersection. A 

preliminary study conducted Sulistyono (2006) and Sulistyono, et al (2006) where the 

effective use of TTCD based on the results of analysis of different test and analysis of 

current departure time just looking at the end lost. On the departure of the current 

analysis, there is movement in the ± 3 seconds early, and departure peak flows occur 

at intervals of 7-12. The purpose of this study was conducted to determine the flow at 

the signalized intersection with TTCD and signalized intersections without TTCD. 

Primary data collection was conducted in 10 locations intersection. Primary data 

collection is done by field measurements and recording of traffic flow using (digital 

video recording) DVR. Saturated flow analysis and the time lost is done by using a 

theoretical approach Webster. Results of analysis of the departure flow indicates the 

movement of vehicles tend to have done earlier movement ± 3 seconds before the 

traffic show light green with the departure of the current peak occurs largely saturated 

in the 3rd interval to the intersection with TTCD and 2nd interval to the intersection 

without TTCD. Placement at the signalized intersection TTCD tool can provide some 

positive value in improving the performance of the signalized intersection with 

increasing saturation current value and reduce loss time at beginning. 
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