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RINGKASAN

Desain Prototip Elektroda Ion Selektif Berbasis Fungsionalisasi
Azo-kaliks(4)arena-membran (PVA, PVC, dan Kitosan) dengan

Crosslingking Glutaraldehid:
Kajian Pengembangan Sensor Potensiometrik

Busroni '), Zulfikar t)'S,rjito')

bushyogiya@yahoo.com

Staff Pengajar Jurusan Kimia FMIPA Universitas Jernber
Staff Pebgajar Jurusan Fisika FMIPA Universitas Jember

Telah disintesis senyawa 5,11,17,23-tetra-hidrazinfenil-azo-25,26?7,z$-tetra hidroksi-
kaliks(4)arena dan 5,I1,L7,23-tetra-thiofenil-azo-25,26,27 ,Z8-tetra hidroksi-
kaliks(4)arena sebagai Ionopre . Material yang disintesis sangat baik jika digunakan
sebagai Ionopore dan dapat dipadukan dengan membran PVC sebagai Cul-t, Ag+ and
Pb+r ions The selektife elektroda berbasis Ionopore. Rongga pada ionopore dari turunan
kaliks(4)arena yang mana digunakan untuk pensensoran terhadap Cutt, Ag+ dan Pb+-r
ions The dan mempunyai kemampuan mengetahui keberadaan suatu kation. Hasil
penelitian ini dalam pensensoran untuk kation Cu-*, Ag+ dan Pb++ ions dengan
menggunakan ion elektroda selektife berbasis Azo-llPYC diperoleh wakLu respon
terhadap ion Cu# , Ag* dan Pb++ ions slope respon berturut-turut adalah 25,343 ;

-26,229 dan^20,714 mV per decade. Dan untuk azo-2/PYC berturut turut adalah-21,143;
-25,57I dan{5,6 mV per decade.
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Summary

Desains Prototype of Electrode Ion Selective base on azo-calix(4)arene-
membrane@VATPVC and Chitosane) with Glutaraldehide Croslinked:

Study of develope Potensiometric Sensors

Desain Prototip Elektroda Ion Selektif Berbasis Fungsionalisasi Azo-kaliks(4)arena-
membran (PVA, PVC, dan Kitosan) dengan Crosslingking Glutaraldehid: Kajian

Pengembangan Sensor Potensiomehik
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A Novel electrode ion selective (ISE) based on 5,11,17,23-tetra-hidrazinfenil-azo-
25,26,27 ,29-tetra hidroksi-kaliks(4)arena and 5,1 1,17,23-tetra+hiofenil- azo-25,26,27,28-
tetra hidroksi-kaliks(4)arena as an Ionophore for highly selective response towards of ,
Cu+-r , Ag* and PbH ions The ions has been develop. The influences of membrane
composition base on the potentiometric response of electrode were investigated have
been applied was excellent ionophore for highly selective response towards ions in
electrode ion sensitive towards Cu** , Ag* and Pbr-r ions The Slope respons was

-25,343 ;.26,229 dan20,714 mV per decade and bases azo-llPYC and bases azo-2/pyC
was -21,143 ;2.5,57 1 dan.l 5,6 mV per decade.

*Tf-,-'h",

.tu:, tY 'ii
lt:,,1,"'.c;i'ri '

T.I{}8,-il$dStr iE
:,:i.,':, r$ t.lf LlTlA N

111


