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RINGKASAN

Studi Perbandingan Tingkat Keandalan HSS Gama I dan HSS Limantara di

Das Garang – Jawa Tengah; Rury Septiani, 071910301069; 2011: 43 halaman;

Jurusan Teknik Sipil, Fakultas Teknik, Universitas Jember.

Kota Semarang berada pada posisi yang rendah 0-5 m di atas permukaan laut

dan dilalui oleh beberapa sungai besar. Posisi tersebut membuat Kota Semarang

sering dilanda banjir. Salah satu DAS yang menjadi prioritas utama dalam

permasalahan banjir di Semarang adalah DAS Garang.

Dalam pemecahan penanggulangan banjir di Semarang diperlukan beberapa

alternatif. Salah satunya dengan cara menganalisa debit banjir menggunakan metode

HSS Gama I dan HSS Limatara. Aplikasi kedua model ini bertujuan untuk

mengetahui tingkat efektifitas dan keandalan terhadap Hidrograf Satuan Pengamatan

menggunakan kriteria NASH. Pada grafik hidrograf Limantara dipengaruhi oleh nilai

alfa tr sebesar 0,7 untuk menyesuaikan dengan kondisi Hidrograf Satuan Pengamtan.

Hasil penelitian ini menunjukkan bahwa HSS Gama I lebih sesuai dengan

karakteristik DAS Garang. Nilai efektifitas NASH HSS Gama I sebesar 0,93,

sedangkan untuk HSS Limantara sebesar 0,6
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SUMMARY

Comparison Study the Model Eficiency of HSS Gama I and HSS Limantara on

Garang Watershed – Central Java; Rury Septiani, 071910301069; 2011: 43 pages;

Department of Civil Engineering, Faculty of Engineering, University of Jember.

Semarang city are at a low 0-5 meters above sea level and traversed by several

main rivers. The position makes the city often have been  flood. One of the watershed

which became a priority in flooding problems in Semarang is Garang watershed.

In solving flood prevention in Semarang take a few alternatives. One of the

alternative to analyze flood discharge using the HSS Gama I and HSS Limantara

methods. The methods of this model aims to determine the level of effectivity and

reliability of the unit hydrograph observation using NASH criteria. Graph hydrograph

Limantara method influenced alfa tr 0,7 to adjust the conditions unit hydrograph

observation.

The results of this study indicate that HSS Gama I is more accordance with the

characteristics of the Garang watershed . NASH effectivity value of HSS GamaI is

0.93 , while for the HSS Limantara of 0,6.
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