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RINGKASAN 

Peningkatan Kekuatan Tanah untuk Pondasi Bendungan: Studi Kasus 

Grouting di Bendungan Bajulmati, Banyuwangi; Kholisotul Badriyah, 

091910301066; 2013: 51 halaman; Jurusan Teknik Sipil Fakultas Teknik 

Universitas Jember.  

 

Pondasi bendungan merupakan salah satu struktur utama dalam bendungan. 

Apabila pondasi tidak cukup kuat dalam menahan beban timbunan bendungan, 

maka harus dilakukan perbaikan tanah untuk pondasi bendungan. Penelitian ini 

mendiskusikan hasil simulasi kebutuhan kekakuan tanah untuk memperoleh 

penurunan tanah yang disyaratkan. Simulasi menggunakan Plaxis V8.2 software 

untuk mensimulasikan deformasi pada pondasi bendungan. Simulasi dibagi menjadi 

beberapa pemodelan. 

Hasil analisis menunjukkan bahwa penurunan yang terjadi pada simulasi 

pertama dimana tanah dalam kondisi asli adalah 12.39 meter. Sedangkan ketika 

diberi grouting, penurunannya menjadi 11.07 meter. Simulasi ketiga dibagi menjadi 

empat (4) model. Model pertama dengan E= 40000 kN/m
2
 menghasilkan penurunan 

pondasi bendungan sebesar 0.568 meter. Model kedua dengan E= 70000 kN/m
2
, 

penurunan pondasi bendungan menjadi 0.334 meter. Model ketiga dengan E= 

100000 kN/m
2
, penurunan pondasi bendungan sebesar 0.238 meter. Dan model 

keempat dengan E= 200000 kN/m
2
, penurunan pondasi bendungan sebesar 0.123 

meter.  

Berdasarkan hasil tersebut, maka nilai modulus Young yang harus dicapai 

oleh pondasi bendungan setelah ada perbaikan pondasi adalah lebih dari 130000 

kN/m
2 

agar nilai penurunan pondasi bendungan tidak melampaui batas yang 

disyaratkan yaitu 10 s/d 19.2 cm. Sehingga perbaikan pondasi harus mampu 

meningkatkan modulus Young pada pondasi bendungan sebesar 180000 kN/m
2 

agar 

penurunannya hanya 15 cm. 
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SUMMARY 

Soil Strenght Improvement for Dam Foundation: Case Study Grouting 

Method for Bajulmati Dam, Banyuwangi: Kholisotul Badriyah, 091910301066; 

2013: 51 pages; Civil Engineering Department, Engineering Faculty, Jember 

University. 

 

The dam foundation is one of main structure of the dam. If it is not strong 

enough in supporting the dam embankment load, so it has to be done the soil 

improvement for the dam foundation. This research discuss about the simulation 

result of soil stiffness to obtain the settlement allowance. This simulation used 

Plaxis V8.2 software to simulate deformation of the dam foundation. The 

simulation was divided by some modellings. 

The analysis results showed that settlement on first simulation which the 

soil is in real condition was 12.39 meters. Meanwhile when it was given grouting, 

the settlement became 11.07 meters. The third simulation was divided into four (4) 

models. First model with E= 40000 kN/m
2 

obtained 0.568 meters of the dam 

foundation settlement. The second model with E= 70000 kN/m
2
,
 
the settlement of 

dam foundation became 0.334 meters. The third model with E= 100000 kN/m
2
,
 
the 

settlement of dam foundation was 0.238 meters. And he fourth model with E= 

200000 kN/m
2
,
 
the settlement of dam foundation was 0.123 meters. 

Based on the results, therefore Young modulus value which must be reached 

by dam foundation after foundation treatment is more than 130000 kN/m
2 

in order 

to the settlement value of dam foundation do not over the settlement allowance that 

is 10 till 19.2 cm. The foundation treatment must be able to increase Young 

modulus value on dam foundation about 180000 kN/m
2 

in order to the settlement is 

only15 cm. 
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