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RINGKASAN 

 

Perencanaan Ulang Struktur Pondasi Gedung Fakultas Kedokteran 

Universitas Hang Tuah Surabaya dengan Menggunakan Konstruksi Sarang 

Laba-Laba; M. Qoirul Huda, 091910301067; 2013: 96 halaman; Jurusan Teknik 

Sipil Fakultas Teknik Universitas Jember. 

 

 Struktur bawah gedung Fakultas Kedokteran Universitas Hang Tuah 

Surabaya menggunakan pondasi tiang pancang. Berdasarkan data struktur atas dan 

data tanah di lokasi pembangunan gedung ini, sebenarnya pondasi dengan sistem 

konstruksi sarang laba-laba (KSLL) dapat digunakan sebagai alternatif struktur 

bawah pada gedung ini. Kapasitas dukung tanah dihitung berdasarkan hasil uji 

sondir. Nilai kapasitas dukung tanah pada kedalaman -3 m pada blok 1, 2 dan 3 

gedung ini berturut-turut adalah 1,327 kg/cm
2
, 1,294 kg/cm

2
 dan 1,327 kg/cm

2
. 

Sedangkan tegangan tanah maksimum akibat beban pada blok 1, 2 dan 3 gedung 

ini berturut-turut adalah 0,697 kg/cm
2
, 1,022 kg/cm

2
 dan 1,218 kg/cm

2
. Nilai 

tegangan tanah maksimum yang terjadi tidak melebihi kapasitas dukung tanah. 

Total penurunan tanah maksimum yang terjadi pada gedung ini adalah 16,8 cm. 

Berdasarkan kapasitas dukung tanah dan penurunan tanah yang terjadi, dapat 

disimpulkan bahwa secara teknis pondasi KSLL dapat diterapkan sebagai struktur 

bawah gedung Fakultas Kedokteran Universitas Hang Tuah Surabaya. 
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SUMMARY 

 

Redesign of  Spider Web Construction System for Medical Faculty Building 

Foundation, Hang Tuah University Surabaya; M. Qoirul Huda, 

091910301067; 2013: 96 pages; Department of Civil Engineering Faculty of 

Engineering, Jember University. 

 

 Medical Faculty Building Foundation, Hang Tuah University Surabaya 

utilizes piles as foundation system. However, KSLL suits the soil condition and 

the upper structure. So, then KSLL maybe an alternatif for the building 

foundation. Redesign of the foundation was conducted using KSLL. In which soil 

bearing capacity was calculated based on CPT data. The result show that bearing 

capacity for bloch 1, 2, and 3 at 3 m depth are 1,327 kg/cm
2
, 1,294 kg/cm

2
 and 

1,327 kg/cm
2
 respectively. While assosiated maximum stress for bloch 1, 2, and 3 

are 0,697 kg/cm
2
, 1,022 kg/cm

2
 and 1,218 kg/cm

2 
respectively. Maximum total 

stress value is not over bearing capacity of soil. Maximum total settlement is 16,8 

cm. Those results bring a conclusion that KSLL is appliable for Medical Faculty 

Building Foundation, Hang Tuah University Surabaya. 
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