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RINGKASAN 

 

Analisis dan Pengujian Perilaku Batang Elemen Struktur Beton Bertulang 

Berlubang Penampang Persegi Terhadap Beban Lentur; Mainullah Nurul 

Ichsan, 101910301093; 2014: 32 halaman; Jurusan Teknik Civil Fakultas Teknik 

Universitas Jember. 

 

Beton adalah campuran yang terdiri dari pasir, kerikil, batu pecah, atau 

agregat-agregat lain yang dicampur menjadi satu dengan suatu pasta yang terbuat 

dari semen dan air membentuk suatu massa mirip batuan. Beton  bertulang  adalah  

suatu  kombinasi  antara  beton  dan  tulangan  baja dimana baja menyediakan 

kuat tarik yang tidak dimiliki beton (tulangan baja juga digunakan untuk menahan 

gaya-gaya tekan). 

Pada kontruksi bangunan saat ini, terkadang suatu batang element struktur 

juga memberikan segi efisiensi. Dalam hal ini, batang tersebut juga dapat 

digunakan sebagai tempat pemasangan instalasi pipa (instalasi listrik, plumbing, 

dll). Hal tersebut sering dijadikan sebagai alasan estetika, tanpa memperhatikan 

pengaruh terhadap pengurangan kekuatan pada batang elemen. 

Dalam SNI 03-2847-2002 pasal 8.3 ayat 4 yang menyatakan saluran pipa 

yang ditanam pada suatu penampang beton bertulang tidak boleh lebih dari 4% 

dari luas penampang batang element struktur beton. Dari uraian di atas dapat 

disimpulakan bahwa adanya permasalahan kolom berlubang tersebut. Apabila 

lebih besar dari 4% maka pengaruh lubang perlu diperhitungkan terhadap 

kekuatannya. 

Dari pengujian didapatkan hasil yakni penampang dengan prosontase 

lubang 2,36% (pipa ¾ʺ) dan 3,57%  pipa 1ʺ) memiliki kuat lentur sebesar 95,83% 

dari kuat lentur penampang massive. Dan untuk penampang prosentase lubang 

6,15% (pipa 1 ¼ ʺ) dan 8,04% (pipa 1 ½ ʺ), berdasarkan SNI 2002 pasal 8.3 ayat 4 

(pemakaian pipa tidak boleh lebih dari 4% dari penampangnya) jika ditinjau dari 
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kuat lenturnya yang sebesar 91,66% dari penampang massive maka dapat ditarik 

kesimpulan tidak ada penurunan kuat lentur yang terlalu besar (penurunan kuat 

lenturnya masih kecil) dikarenakan α < d’ (tebal selimut). 

Dari hasil pengujian tersebut juga dapat dilihat dari hasil pola retakan 

setiap benda uji bahwa keruntuhan yang terjadi adalah akibat keruntuhan lentur. 

Hal ini dapat dibuktikan dengan pola retakan yang terjadi yakni sejajar dengan 

arah beban.  
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SUMMARY 

 

Analysis and Testing Element of Reinforced Concrete Hollow Square Cross 

Section Against Bending Loads; Mainullah Nurul Ichsan, 101910301093; 2014: 

32 pages; Departement of Civil Engineering, Faculty of Engineering, Jember 

University 

Concrete is a mixture consisting of sand, gravel, crushed stone, or other 

aggregates that mixed together with a paste made of cement and water to form a 

mass that like a rock . Reinforced concrete is a combination of concrete and steel 

reinforcement that provides tensile strength which is not owned concrete 

(reinforcement steel is also used to restrain the axial forces ). 

At the construction project nowadays , sometimes a structural elements  

also make more efficient. In this case, the element stem can also be used for pipe 

installation (electrical installation, plumbing, etc.). It is commonly used as 

aesthetic reasons, without regard to the effect of the force reduction in the element 

stem. 

In SNI 03-2847-2002 Article 8.3 paragraph 4 which states that the pipeline 

that planted on a reinforced concrete  should not be more than 4% of the stem 

cross-sectional area of concrete structural elements. From the above discussion 

can be concluded that there is problems on the hollow column. If larger than 4%, 

the influence of holes need to be recalculated the strength of structure element. 

From the test results obtained cross-section with the hole percentage of 

2.36% (pipe ¾) and hole 3.57% pipe (1) has a bending strength 95.83% of the 

bending strength of massive cross-section. And to cross-section with the hole 

percentage of 6.15% (1 ¼ pipe) and hole 8.04% (1 ½ pipe), based on SNI 2002 

section 8.3, paragraph 4 (pipe used should not be more than 4% of the cross-

sectional area) if looked at the bending strength which amounted to 91.66% of the 

massive cross-section area it can be concluded there is no reduction which is too 
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large  in bending strength (decrease of bending strength was a little) because α <d 

'(thick a concrete cover). 

From the results of these tests can also be seen from the results  fracture pattern of 

each test specimen that occurs is due to the collapse bending failure. This can be 

evidenced by the cracks pattern  that occur parallel to the direction of the load. 
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