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RINGKASAN 

 

Analisa Kelaikan Teknis Fungsi Jalan (Ruas Jalan Wolter Monginsidi 

Kabupaten Jember); Sony Wisnu H S, 091910301063; 2014; 55 halaman; 

Jurusan Teknik Sipil; Fakultas Teknik; Universitas Jember.  

 

Jalan Wolter Monginsidi merupakan salah satu jalan kolektor primer 

dalam kota Jember sebagai penghubung kota Jember dengan Banyuwangi,  serta 

kecamatan Ajung, Sumbersari dan ring road selatan kota. Jalan ini dilalui bis 

antar kota antar propinsi dan kendaraan berat yang membuat sebagian jalan ini 

rusak akibat kelebihan beban yang diterima jalan. Dengan demikian diperlukan 

penelitian uji laik fungsi jalan Wolter Monginsidi khususnya untuk sayarat teknis 

ditujukan agar mengetahui kategori kelaikan pada ruas jalan tersebut dengan 

harapan dapat memberikan alternatif solusi untuk mengatasi masalah yang ada 

untuk memberikan layanan yang baik kepada masyarakat. 

Metode yang dilakukan survei langsung ke jalan dengan mengisi formulir 

uji laik fungsi jalan yang dikeluarkan oleh Permen PU 11/PRT/M/2010 . Analisa 

data dengan membandingkan hasil survei dengan standar yang dikeluarkan oleh 

Permen PU 11/PRT/M/2010 untuk mendapatkan kategori kelaikannya. 

Hasil penelitian menunjukkan bahwa kategori kelaikan teknis fungsi jalan 

Wolter Monginsidi adalah Laik Bersyarat yang disebabkan komponen struktur 

perkerasan jalan yang banyak terdapat keretakan dan lubang . Maka dari itu perlu 

diberi rekomendasi atau alternatif solusi  perbaikan agar jalan dapat memenuhi 

standar kelaikan sesuai dengan Permen PU 11/PRT/M/2010. 
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SUMMARY 

 
Feasible Technic of Roads Function Analysis (Ruas Jalan Wolter Monginsidi 
Kabupaten Jember); Sony Wisnu H S, 091910301063; 2014; 55 pages; 
Department of Civil Engineering; Faculty of Engineering; University of Jember.  
 
 

Wolter Monginsidi road is one of the primary collector road in the town of 

Jember Jember city liaison with Banyuwangi, as well as districts Ajung, 

Sumbersari and the ring road south of the city. This road traversed inter-provincial 

inter-city buses and heavy vehicles that make the most of the roads damaged by 

overloaded accepted way. Thus the research required acceptance test function 

Wolter way Monginsidi especially for technical sayarat intended to determine 

eligibility category on the road with the hope to provide alternative solutions to 

address the problems that exist to provide good service to the community.  

             The method directly to the street survey conducted by filling functioning 

road worthy test issued by  Permen PU 11/PRT/M/2010. Analysis of the data by 

comparing the survey results with the standards issued by the PU Permen 

11/PRT/M/2010 to get category is worthy category. 

 The results showed that the category of technical airworthiness functions 

are road worthy Conditional Wolter Monginsidi caused pavement structural 

components there are many cracks and holes. Thus the need to be a 

recommendation or an alternative solution for the road improvements to meet the 

standards of airworthiness in accordance with Permen PU 11/PRT/M/2010. 
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