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Sebagai Bahan Lapis Pondasi Agregat Kelas B 

 

Adi Putra Berdikariyanto 

 

Jurusan Teknik Sipil, Fakultas Teknik, Universitas Jember 

 

ABSTRAK 

Tanah merupakan bahan dasar untuk material agregat lapis pondasi. Tanah 

yang digunakan pada campuran agregat adalah tanah gumuk. Penelitian ini 

bertujuan untuk mengetahui mutu material tanah gumuk yang memenuhi 

persyaratan spesifikasi bahan perkerasan jalan sebagai alternatif lain dalam 

penggunaan sirtu yang dilakukan pada 4 (empat) sampel tanah gumuk di 

Kecamatan Kalisat Kabupaten Jember. Berdasarkan uji pendahuluan, nilai gradasi 

pada seluruh sampel tidak memenuhi spesifikasi sehingga diperlukan langkah 

pencampuran pada masing-masing sampel berdasarkan metode trial and error.  

Setelah dilakukan job mixing maka dilakukan pengujian material yang dilakukan 

untuk mengetahui apakah tanah gumuk di Kecamatan Kalisat ini masuk dapat 

digunakan sebagai bahan lapis pondasi agregat kelas B dengan spesifikasi yang 

sesuai dengan SNI meliputi, pengujian gradasi, pengujian atterberg limit, 

pengujian pemadatan, pengujian CBR (California Bearing Ratio), dan pengujian 

abrasi. Berdasarkan hasil pengujian, campuran sampel masing-masing benda uji 

tanah gumuk tidak masuk spesifikasi agregat kelas B, sehingga agar masuk 

kedalam spesifikasi diperlukan penambahan campuran material dari luar 

Kecamatan Kalisat dengan proporsi campuran 75% agregat luar Kalisat dan 25% 

agregat campuran Kalisat 1+3. 

 

 

Kata Kunci : job mixing, tanah gumuk, Kalisat, lapis pondasi agregat B. 
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AGGREGATE OF CLASS B) 

 

Adi Putra Berdikariyanto 

Jurusan Teknik Sipil, Fakultas Teknik, Universitas Jember 

 

ABSTRACT 

The basis for it is the foundation of the relay. The aggregated soil used in mixed 

gumuk is ground This study attempts to determining the quality of land material 

gumuk fulfilling the requirements specifications pavement is material the way as 

other alternatives in the use of sirtu carried out between 4 four gumuk soil samples in 

kecamatan kalisat kabupaten jember. Based on the introduction, gradations in the 

value of the total sample does not meet required specifications so that step blending 

on each sample based on a method of trial and error. After the job mixing then done 

testing materials held to find out whether for land gumuk in Kecamatan Kalisat of 

this making can be used as an ingredient of lapis the foundation class b aggregate to 

the specifications in accordance with SNI covering, testing gradations, atterberg limit 

testing, the solidification of testing, CBR testing (California Bearing Ratio), and 

testing abrasion. Based on the testing, sample a mixture of each one of the land 

gumuk is absent from aggregate specifications class b. So inside the specifications 

required the addition of a mixture of materials from outside the Kalisat with 

proportion 75% for outside aggregate and 25% aggregat Kalisat 1+3. 

 

 

Keywords : Job mixing, dune soil, Kalisat, preliminary test, the aggregate of class b. 
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Jember merupakan salah satu predikat kota seribu gumuk. Formasi gumuk 

yang ada di Jember dianggap sebagai bekas aliran lava dan lahar dari kawah Gunung 

Raung. Aliran ini lalu tertutup oleh bahan vulkanik yang lebih muda, sampai 

ketebalan puluhan meter yang berasal dari Gunung Raung. Dimana erosi terjadi pada 

bagian yang lunak yang terdiri atas sedimen vulkanik lepas selama kurang lebih 2000 

tahun dan menghasilkan bentukan topografi gumuk. Banyak manfaat yang dapat 

diambil dari keberadaan gumuk yang ada di Jember, salah satunya sebagai bahan 

perkerasan jalan raya lapis pondasi agregat B. Perkerasan jalan (Road Pavement) 

merupakan lapisan perkerasan (pavement) yang terletak diantara lapisan tanah dasar 

(Sub Grade) dan roda kendaraan yang berfungsi memberikan pelayanan kepada 

sarana transportasi. Perkerasan jalan yang memenuhi mutu yang diharapkan maka 

perlu pengetahuan tentang sifat, pengadaan dan pengolahan agregat yang sesuai 

dengan persyaratan. 

Tujuan penelitian ini adalah untuk mengetahui mutu material tanah gumuk 

yang berada di Kecamatan Kalisat Kabupaten Jember yang memenuhi persyaratan 

spesifikasi untuk digunakan sebagai bahan perkerasan jalan khususnya lapis pondasi 

bawah kelas B sebagai alternatif lain dalam penggunaan sirtu dan mendapatkan 

persyaratan agregat B melalui nilai gradasi butiran, abrasi agregat, indeks plastis, dan 

CBR (California Bearing Rasio) serta mendapatkan proporsi campuran agregat B 

dengan quary yang ada di Kecamatan Kalisat. Pertama dilakukan pengujian 

pendahuluan yaitu pengujian gradasi pada 4 (empat) sampel tanah gumuk Kalisat, 

semua hasil uji gradasi tidak memenuhi spesifikasi sehingga diperlukan langkah 
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pencampuran setiap masing-masing sampel dengan menentukan sampel mana sebagai 

agregat kasar dan agregat halus berdasarkan metode trial and error. 

Setelah dilakukan pencampuran maka dilakukan pengujian material yang 

dilakukan untuk mengetahui apakah tanah gumuk di Kecamatan Kalisat ini dapat 

digunakan sebagai bahan lapis pondasi agregat kelas B dengan spesifikasi yang sesuai 

dengan SNI meliputi, pengujian gradasi, pengujian batas plastis, pengujian 

pemadatan, pengujian CBR, dan pengujian abrasi. Berdasarkan hasil pengujian, 

campuran sampel masing-masing benda uji tanah gumuk tidak masuk spesifikasi 

kelas B, sehingga agar masuk kedalam spesifikasi maka diperlukan penambahan 

campuran dari material dari luar Kecamatan Kalisat dengan proporsi campuran 75% 

agregat luar Kalisat dan 25% agregat campuran Kalisat 1+3. 
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SUMMARY 

 

Mixing Job Analysis Of Land In Sub-District Gumuk Kalisat Of Jember 

As The Layers Of The Foundation Of The Aggregate Of Class B; Adi Putra 

Berdikariyanto , 101910301034 ; 2014 : Page 73 ; Civil Engineering Department 

The Faculty of Engineering, University of Jember . 

 

 Jember is one predicate of a thousand dune. The existing dune formations 

in jember is considered a former lava flow and lava from the volcano roared. This 

flow is then covered by a younger volcanic material, until the thickness of tens of 

meters from the mountain roared. Where erosion occurred on the part of the 

software that is made up of volcanic sediments off for approximately 2000 years 

and produce a topography of dune. Many of the benefits that can be derived from 

the existence of the existing dunes in jember, one of them as an ingredient of 

highway foundation tier roughness aggregate b. Roughness of the road pavement 

is a layer of pavement which is situated between the base layers of soil sub grade 

and the wheels of vehicles that serve gives service to the transportation facilities. 

Road roughness that meets the expected quality of the necessary knowledge about 

the nature of the procurement, and aggregate processing according to the 

requirements.  

The purpose of this research is to determining the quality of material gumuk 

land which is located in Kecamatan Kalisat Kabupaten Jember fulfilling the 

requirements the specs for the used as a road pavement is especially lapis the 

foundation class b bottom as other alternatives in the use of sirtu and get the 

requirements through gradations granules aggregate value b, abrasion 

aggregate, plastis index, CBR and when we got the proportion of the aggregate 

quary b with a mixture of existing in kecamatan kalisat. first one was done testing 

introduction that is testing gradations on 4 (four) gumuk kalisat soil samples, all 

of the products the gradations does not meet required specifications so that step 

mixing any sample each sample by determining which aggregate aggregate as 

rough and smooth. 
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After conducting mixing then done testing the material that held to find out 

whether for land gumuk in Kalisat of this making can be used as a lapis aggregate 

the foundation class b to the specifications in accordance with SNI covering, 

testing gradations, testing the boundary plastis, the solidification of testing, CBR 

testing, and testing abrasion. Based on the results of testing, sample a mixture of 

each one of the ground gumuk test did not go to the specification of class b, so 

entered into specifications then required the addition of a mixture of materials 

from outside the Kalisat wit proportion 75% for outside aggregate and 25% 

aggregat Kalisat 1+3. 
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