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RINGKASAN 

 

Manajemen dan Rekayasa Lalulintas pada Jalan Jawa Segmen SMAN 2 dan 

SMPN 3 Jember;  Rizky Al Azhar, 091910301108; 2013: 47 Halaman; Jurusan 

Teknik Sipil, Fakultas Teknik, Universitas Jember.  

 

Meningkatnya angka kendaraan pada jalan jawa kabupaten jember adalah suatu 

permasalahan yang perlu diperhatikan. Karena meningkatnya angka kendaraan sangat 

berpengaruh pada tingkat pelayanan yang dimiliki oleh suatu ruas jalan. Selain itu 

berbagai aktivitas seperti perniagaan, pendidikan dan juga perkantoran juga 

merupakan penyebab menurunnya tingkat pelayanan pada ruas jalan tersebut. 

 Menurunnya tingkat pelayanan dapat menyebabkan kemacetan dan tundaan 

yang tidak terasa berpengaruh pada biaya perjalanan pengguna jalan. Penelitian ini 

mencoba mencari penyebab kemacetan atau tundaan yang terjadi serta memberikan 

solusi berupa manajemen dan rekayasa lalu lintas. 

 Metode yang digunakan untuk mencapai hasil penelitian ini adalah survai 

inventarisasian jalan, survai volume lalulintas, survai hambatan samping dan survai 

kecepatan sesaat. Setelah itu dilakukan perhitungan tingkat pelayanan jalan atau 

kinerja ruas jalan , untuk menentukan kategori LOS (Level Of Service) dari ruas 

tersebut. 

 Dari hasil penelitian ini volume kendaraan mencapai 5434 kendaraan/jam atau 

setara dengan 2551,9 smp/jam. Kelas hambatan samping ada ruas ini tergolong 

tinggi. Kategori tingkat pelayanan jalan Jawa kabupaten jember adalah LOS D 

sampai LOS E yang berarti buruk. Solusi yang coba dirancangkan adalah manajemen 

pengalihan parkir satu arah,pembatasan jenis kendaraan, dan manajemen satu arah. 

Dan hasil manajemen yang dirancangkan pada penelitian ini kapasitas membesar 

54%. 
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SUMMARY 

 

Traffic Engineering and Management at Jawa Street of 2 Senior Highschool and 

3 Junior Highschool Jember Regency; Rizky Al Azhar, 091910301108; 2013: 47 

Pages: Department of Civil Engineering, Faculty of Engineering, University of 

Jember. 

 

The increasing number of vehicle on Java district is a problem that needs 

attention. Due to the increasing number of vehicles is very influential on the level of 

service that is owned by a road. In addition a variety of activities such as commerce, 

education and also office also been linked to the level of service on the road. 

The reduced level of service can lead to congestion and delays are not 

noticeably affect the travel costs of road users. This study tried to find the cause of 

congestion or delays are encountered and provide solutions in the form of 

management and traffic engineering. 

The method used to achieve these results is the inventory surveys, traffic 

volume survey, survey side friction and spot speed surveys. After the calculation of 

the roads level of service or road performance, then determine the categories of LOS 

(Level of Service) of the segment. 

From the results of this research vehicle volume reached 5434 vehicles / hour, 

equivalent to 2551.9 smp / hour. Side friction class of this segment is high. Category 

level of service is a Java Jember regency LOS D to LOS E, which means bad. The 

solution is try drafted parking management transfer in one direction, limiting the type 

of vehicle, and one-way management. The result in this solution reach 54 % capacity 

enlarged. 
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