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Analisis Dan Pengujian Model Baja Ringan Dengan Variasi Cover Plat; Krisma
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Universitas Jember.

Rumah yang di desain dengan indah tetapi mengabaikan kontruksi yang benar

akan menimbulkan bahaya tersendiri. Hal ini disebabkan karena konstruksi baja

ringan yang tidak tepat. Konstruksi baja ringan yang tidak tepat baik dalam hal presisi

antara baja ringan dan juga pengaku  yang membuat rumah baru dibangun rubuh atau

melendut. Karena teknologi yang semakin maju maka penggunaan baja ringan

dituntut untuk semakin meningkat dari segi mutu/kualitasnya, sehingga dibutuhkan

suatu cara atau tehnik untuk meningkatkan kekuatan baja ringan itu sendiri,

khususnya pada beban lentur, tegangan lentur serta lendutan yang akan ditimbulkan.

Pada penelitian ini salah satu cara untuk meningkatkan kekuatan baja ringan itu

sendiri adalah dengan cara memberikan bahan tambah yaitu plat baja pada gording

profil C. perilaku kekuatan balok baja ringan (profil kanal) dalam memanfaatkan

cover plat di tengah bentang dan ditepi dengan ketebalan cover plat 2, 3, 5mm. hasil

penelitian yang telah dilakukan di laboratorium konstruksi Universitas Jember

menunjukkan bahwa dari penambahan tebal plat, lendutan yang terjadi pada gording

semakain kecil. Pada beban yang sama P= 23.33kg gording nonplat, Δmax =9.8mm,

sedangkan pada penambahan plat 2mm Δmax= 7.7mm, kemudian dengan plat 3mm

Δmax= 1.81mm dan pada plat 5mm Δmax = 1.18mm. Hasil penelitian ini

menunjukkan bahwa, Penambahan plat cover pada baja ringan yaitu berpengaruh

kepada lendutan, semakin tebal plat cover yang digunakan maka semakin kecil

lendutan yang ditimbulkan akibat berat yang diberikan. Dikarenakan fungsi dari

penambahan plat cover pada baja ringan tersebut adalah sebagai pengaku. Selain itu,

penambahan cover plat sangat mempengaruhi nilai dari tegangan pada gording.

Sehingga semakin tebal cover plat semakin besar nilai runtuh dan semakin besar
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beban yang bisa ditanggung oleh gording. Penambahan cover plat sangat bermanfaat

bagi konstruksi baja ringan.
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SUMMARY

Analysis And Testing Collapse Portal Space With Circle Quad Lateral

Combination cross bar and Variations cross bar On Beams; Rizki Hari Yudo,

051910301058, 47 pages; Department of Civil Engineering Faculty of Engineering,

University of Jember.

The house is beautifully designed but ignores the true construction would

pose its own dangers. This is caused by lightweight steel construction that is not

appropriate. Mild steel construction that is not appropriate either in terms of

precision between mild steel and also stiffeners that make new homes built collapsed

or sagged. (Www.konstruksi-steel-ringan.com, 5 May 2010. Because the technology

is more advanced then the use of lightweight steel required to increase in terms of

quality / quality, and so we need a method or technique to increase the strength of

mild steel itself, especially on bending loads, bending stress and deflection to be

caused. in this study one way to increase the strength of mild steel itself is by

providing material that is added to the steel plate gording C. behavioral profile mild

steel beam power (channel profile) in the use of the cover plate at midspan and the

edge of the cover plate with a thickness of 2, 3, 5mm. the results of research that has

been done in the laboratory construction of the University Jember showed that the

addition of a thick plate, deflection which occurs in small semakain gording. at the

same load P = 23.33kg gording nonplat, Δmax = 9.8mm, whereas the addition of

2mm plate Δmax = 7.7mm, then with a 3mm plate Δmax = 1.81mm and at the plate

5mm Δmax = 1.18mm. the results of this study indicate that, on addition of mild steel

cover plate that is influential to the deflection, the thicker the cover plate is used, the

smaller the deflection caused by a given weight. Due to the function of the addition of

the cover plate on mild steel is as stiffeners. Moreover, the addition of cover plates

greatly affect the value of the voltage on gording. So the thicker the cover plate of the
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greater value of collapse and the greater the load that can be borne by gording. the

addition of the cover plate is very useful for mild steel construction.
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