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RINGKASAN

Perbandingan Kuat Tekan Beton Menggunakan Campuran Tras Dengan Pasir 

Pada Berbagai Prosentase; Latifatul Mala, 071903103028; 2011: 55 halaman; 

Jurusan Diploma III Teknik Sipil, Fakultas Teknik, Universitas Jember.

Sumber daya alam merupakan aset kekayaan negara yang perlu dikelola 

dengan baik untuk sebesar-besarnya kemakmuran rakyat. Tras adalah salah satu jenis 

pertambangan batuan yang telah mengalami perubahan komposisi kimia yang 

disebabkan oleh pelapukan dan pengaruh kondisi air bawah tanah.Bentuk fisik tras 

yang kompak menghasilkan tras yang keras namun mudah dibentuk karena mineral 

tras yang memiliki butiran kecil. Seiring perkembangan waktu, tras yang ada banyak 

dimanfaatkan sebagai pasir urug ataupun batu dinding.

Jumlah benda uji untuk masing-masing perlakuan dibuat sebanyak 15 buah 

beton dan berbentuk kubus (15 cm x 15 cm).Pengujian yang dilakukan dalam 

penelitian ini yaitupengujiankuattekan. 

Hasil penelitian menunjukan bahwabetonpadacampuran 0% tras – 100%,  

pasir = 188.39 kg/cm2
, 25% tras – 75%  pasir = 179.722 kg/cm2, 50% tras – 50% pasir

= 177.185 kg/cm2, 75% tras – 25% pasir = 169.689kg/cm2 , 100% tras – 0% pasir = 

152.974kg/cm2.Jadi, semakin banyak campuran tras sangat berpengaruh terhadap

kuat tekan beton. Pencampuran tras pada beton berpengaruh terhadap pengujian 

slump test,semakin banyak campuran tras semakin banyak penambahan airnya. Dari 

perhitungan mix desain penambahan airnya sekitar½ liter sampai 1½ liter.
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SUMMARY

Comparison Of Compressive Strength Of Concrete Which Using  The 

Mixed Of Sand And Tras At Various Percentages;  Latifatul Mala, 071903103028; 

2011: 55 pages; Department of Diplome III of Civil Engineering, Faculty of 

Engineering, University of Jember.

Natural resources are assets of the state property that need to be well 

managed for the greatest prosperity of the people. Tras is one type of under gone rock 

that has been changed in chemical composition caused by weathering and influenced 

by conditions of under ground water. The physical form of compact tras will result 

the hard tras which it’s shapeable because the tras has small granules mineral. Along 

with the time, the existing tras nowadays is widely used as sand or stone wall. 

The number of samples for each treatment was made of 15 pieces of concrete 

and printed as a cube (15 cm x 15 cm). The test conducted in this study is a test of 

compressive strength.

The result showed that the concrete with the mix of 0% tras - 100% sand = 

188.39 kg/cm2, 25% tras - 75% sand = 179.722 kg/cm2, 50% tras - 50% sand = 

177.185 kg/cm2, 75% tras - 25% sand = 169.689 kg/cm2, 100% tras - 0% sand = 

152.974 kg/cm2. So that, if more tras put into the mixed, it will be very influential to 

the strength of concrete. Mixing tras into the concrete will affects the slump test. The 

more the mixed of tras, then the more addition water into the mixed, and according to 

the mix design calculations, additional of water approximately are around ½ liters to 

1 ½ liters. 
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