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RINGKASAN

Kapasitas Pelat Beton Bertulang Bambu Menggunakan Teori Garis Leleh; Erick
Ardana Yunanda, 081910301018; 2012: 38 halamamgr&mo Studi S 1 Teknik Sipil

Jurusan Teknik Sipil Fakultas Teknik Universitasber.

Bambu merupakan salah satu jenis bahan alterredtéigai bahan pengganti
tulangan baja pada beton. Tulangan pada betonngsifuntuk mengatasi kelemahan
beton terhadap tarik. Seluruh komponen struktangbhnan membutuhkan tulangan
untuk mengatasi kelemahan beton tersebut, salanysapelat beton. Oleh karena
itu, perlu diketahui berapa besar kapasitas kekyag#at beton apabila menggunakan
tulangan bambu. Metode yang bisa digunakan untukgetahui kapasitas kekuatan
pelat adalah teori garis leleh. Tujuan penelitiatuk mengetahui berapa besar beban
runtuh pada pelat beton bertulang bambu dari antdisi garis leleh dan pengujian.

Penelitian dilaksanakan dengan membuat benda lgi peton bertulang
bambu. Dimensi pelat yaitu 750 x 750 x 50 mm. Banyang digunakan untuk
tulangan adalah bambu ori dengan ukuran penampaxf03mm. Bambu yang
digunakan untuk tulangan adalah bambu ori dengamankpenampang 3 x10 mm
dengan jarak antar tulangan masing-masing pelassel8 cm, 6 cm, 9 cm, 12 cm
dan benda uji tanpa tulangan. Pelat beton begutambu di uji tekan dengan beban
terpusat, kemudian hasil pengujian dibandingkargderanalisa metode garis leleh
dengan dua pola garis leleh yang mungkin terjaali palat tersebut mencapai beban
runtuhnya.

Hasil pengujian pelat bertulang bambu didapat niaeban runtuh untuk
masing-masing sebesar rasio tulangan 414 Kg, 803Xy Kg, 1564 Kg, dan 2530
Kg. Beban runtuh yang didapat hasil pengujian rata-ebih besar 35,39% daripada
analisa pola garis leleh pertama dan untuk pole ¢gleh yang kedua rata-rata lebih
besar 6,38%.
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SUMMARY

Capacity of bamboo reinforced concrete slab using yield line theory; Erick
Ardana Yunanda, 081910301018; 2012: 40 Pages;ithieEDgineering Department,

the Faculty of Engineering, Jember University.

Bamboo is one type of alternative materials as bstgute for steel
reinforcement in concrete. Reinforcement in comcretork to overcome the
weaknesses of the tensile concrete. All componahitse structure need to overcome
the disadvantages of concrete reinforcing bars, @inevhich the concrete slab.
Therefore, it is necessary to know how much capdhb& power of the concrete slab
when using bamboo reinforcement. The method carsed to determine the capacity
of the power plate is a yield line theory. The ms® of research to find out how
much of the burden falling on bamboo reinforced atete slab of the yield line
theory analysis and testing.

Research carried out by making a test piece of banbinforced concrete
slab. Plate dimensions are 750 x 750 x 50 mm.. Bambsed for bamboo
reinforcement is ori-sectional size 3 x10 mm withe tdistance between each
reinforcement plate of 3 cm, 6 cm, 9 cm, 12 cm d&hd specimen without
reinforcement. Bamboo reinforced concrete slathantest press with a point load,
then the test results compared with the analysike¥ield line theory with two yield
line patterns that may occur when the plate reatifeesollapse load.

The test results of bamboo reinforced slab colldpad values obtained for
each of the reinforcement ratio of 414 Kg, 805 K#27 Kg, 1564 Kg and 2530 Kg.
Collapse load test results obtained on average9%.8reater than the yield line

pattern analysis for the first and second yield lyattern on average 6.38% greater.
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