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RINGKASAN

PENGEMBANGAN MODEL PENGATURAN SISTEM JARINGAN

DRAINASE SEBAGAI PENCEGAH BANJIR

Peningkatan jumlah penduduk tidak diimbangi dengan penyediaan prasarana dan

sarana yang memadai, mengakibatkan pennasalahan drainase kota semakin komplek'

Sistem drainase yang kurang memadai merupakan salah satu penyebab banjir di

iingkungan perkotaan. Penelitian ini bertujuan untuk mengevaluasi sistem drainase yang

ada dan merancang kembali sistem drainase untuk mengantisipasi kejadian banjir' Studi

kasus dilakukan di Kawasan Perumahan Muktisari, di Kota Jember. Di kawasan tersebut,

rada btok-blok tertentu, sering terjadi genangan air dengan ketinggian lebih dari 20cm,

;elama kurang lebih 5 Jam. Tahap penelitian meliputi: (1) inventarisasi data melalui

s;nei dan pengukuran lapangan untuk mendapatkan dati-data primer terkait dengan

k.-n,lisi akrual saluran dan sistem drainase yang ada (existing condition). (2) Analisa

r,jdrr=,logi yang mencakup analisa frekuensi, perhitungan intensitas hujan dan penentuan

ie'nit banjir rencana, (3) Perancangan jaringan drainase yang baru, (4) Analisa hidrolika

;:ir-k menghitung kecepatan air dan menentukan dimensi saluran, dan (5) pengujian

:cL.,erapa model sistem drainase untuk mendapatkan desain yang optimal. Penelitian

::r.-3iasilkan rancangan model sistem drainase baru untuk kawasan tersebut. Selanjutnya

-.,i-.i. penelitian ini, bisa dijadikan dasar bagi perbaikan fasilitas drainase untuk

:,.rl.ntisipasi banjir di kawasan tersebut. Metode yang sam juga bisa diaplikasikan di

t."-'a e-\ln perumahan lainnya.

--- '$!j4;r'i.d'9: r !$ ::.I I'



DEVELOPMENT OF DRAINAGE NETWORI( MODEL FOR

SPECIFIC INOUNDATED SITE AT URBAN AREA: CASE STUDY

AT MUKTISARI, JEMBER CITY.

ABSTRACT

This study shows the potential application of Geographic Information System (GIS)

io etaluate and to redesigi existing dritnage network at specific urban arya' In this case'

.tr.-iev,-GIS, nya*togiZol and iydraulic-model are integrated to evaluate and to re'

;o-r,gn new drainage iystem. Srudy was conducted at Muktisari, one of real-gstate areos

:n Jember city. During the rainy season this area was frequently inundated' usually'

-6rter leyel reaches atZbove 20im, during about 5 hour at many blocks' In our opinion'

;nis phenomenon is propagated by capaclty of existing dyainage system that in-sufficient

tmiugh to transport'ruioilro*iai"1att. Therefore, evaluation and re'design of existing

-;;;iuage network is urgently required'
iirstly, field suiey was ionducted to collect topographic information of existing

-j rrnage system. Secondly, hydrological analysis using frequency analysis 
-was 

used to

.je :;rmine design Jtood.'Thin, foir alternatives of drainage network-designs were

!r,:,?tsed. Furthermore, these designs were evaluate using lrydraulic analysis method to

: :t;:n optimal design according to lield conditions'

!-i^;^,;,r;l ; Gls, drainage network, re-design, inoundated area' urban area'

flii*#ws#$j+Eif,rt':i1 -"" ".
ii i' : ,.,

ii_"rl r'.'

il \'.r 'r

u 
-:'::,:

z
i,,. "..,,-,., "

i4i{:4rSMm:

.,r." a.r '5 :,-- \ i' €;- Yt' '.: "i;r .irtl, :-r' !

i PF:l;i'!.!i ,;"
i ,,,'u, J*i',jrF*i:l

1lr


