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RINGKASAN 

Perencanaan Bendung Pembangkit  Listrik Tenaga Minihidro Di Kali Jompo 

Achmad Baharudin Djauhari, 071910301048; 2011; 91 halaman;  Jurusan Teknik 

Sipil; Fakultas Teknik; Universitas Jember. 

Bendung merupakan salah satu dari komponen bangunan sipil pembangkit 

listrik tenaga minihidro yang berfungsi untuk menaikkan elevasi muka air sungai 

sehingga dapat dialihkan kedalam intake. Tujuan dari penelitian ini adalah 

merencanakan bendung yang tepat dan aman terhadap stabilitas bendungnya dengan 

biaya yang paling rendah diantara beberapa kombinasi bendung pada pembangkit 

listrik tenaga minihidro di Kali Jompo. 

Langkah-langkah yang dilakukan dalam penelitian ini adalah merencanakan 

hidrolik bendung dengan memilih kombinasi dari tipe mercu, tipe intake dan tipe 

peredam energi yang tepat. Setelah itu dilakukan analisis stabilitas bendung dengan 

cara menganalisis gaya-gaya yang bekerja pada bendung saat kondisi air normal dan 

banjir. Kemudian dikontrol stabilitasnya  sesuai dengan syarat-syarat keamanan 

terhadap bahaya guling, bahaya geser, daya dukung tanah, dan piping. Selanjutnya 

dilakukan perhitungan rencana anggaran biaya (RAB) untuk mengetahui biaya yang 

dibutuhkan. 

Hasil analisis stabilitas pada bendung dengan kombinasi tipe mercu, tipe 

intake dan tipe peredam energi pada kondisi air normal diketahui bahwa semua 

kombinasi bendung aman terhadap stabilitasnya. Hasil analisis stabilitas pada kondisi 

air banjir diketahui bahwa semua kombinasi bendung aman terhadap stabilitasnya 

kecuali pada bendung yang menggunakan kombinasi peredam energi tipe USBR IV 

tidak aman terhadap daya dukung tanahnya. Hasil perhitungan RAB didapatkan 

bahwa pada bendung dengan kombinasi mercu ogee, drop intake dan peredam energi 

bak tenggelam memiliki anggaran biaya yang paling rendah diantara beberapa 

kombinasi bendung, yaitu sebesar Rp. 1.164.897.822,30. 

Perencanaan bendung pembangkit listrik tenaga minihidro di Kali Jompo 

menggunakan bendung dengan kombinasi mercu ogee, drop intake, dan peredam 

energi bak tenggelam, karena aman terhadap stabilitas dengan biaya yang paling 

rendah diantara beberapa kombinasi bendung. 
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SUMMARY 

 

Planning Weir Minihydro Power Plants At The Jompo River                                 

Achmad Baharudin Djauhari, 071910301048; 2011; 91 pages; Department of Civil 

Engineering; Faculty of Engineering; University of Jember.  

 

Weir is one of the components of civil building power plants minihydro 

power plants that serves to raise the elevation so that the river water can be diverted 

into the intake. The purpose of this study is to plan safety weir to stability with the 

most of cheap between some combination of weir at the Jompo River. 

The steps undertaken in this study is to plan a hydraulic weir by selecting any 

combination the type of spillway, the type of intake and the right type of settling 

basin. Once that was done the weir stability analysis by analyzing the forces acting on 

the weir during normal water conditions and flooding. Then the stability is controlled 

in accordance with the terms bolsters security against danger, the danger of sliding, 

the carrying capacity of the soil, and piping. Then performed the calculation of the 

budget plan (RAB) to know needed cost. 

The results of stability analysis on a weir with a combination of spilway type, 

the type of intake and the type of settling basin at normal water conditions is known 

that all combinations of weir safety to stability. The results of stability analysis in the 

flood water conditions is known that all combinations of weir safety against stability 

except at the weir that uses a combination of settling basin USBR Type IV is not 

secure against the carrying capacity of the soil. The results of calculation of the 

budget plan was found that the weir with a combination of spillway ogee, drop intake 

and settling basin "bak tenggelam" has the most of cheap between some combination 

of weir, with budget of Rp. 1,164,897,822.30. 

Planning weir minihydro power plant at the Jompo River using  with a 

combination of spillway ogee, drop intake, and settling basin "bak tenggelam", 

because safety to stability with the most of cheap between some combination of weir. 
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