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RINGKASAN

Perbandingan Penggunaan Bouwplank Berbahan Kayu Dan Besi Ditinjau Dari

Segi Biaya: Yahya Baihaqi, 081903103006; 2013; 40 halaman; Jurusan Teknik Sipil

Fakultas Teknik Universitas Jember.

Dalam pekerjaan konstruksi tahap awal persiapan pembangunan dilakukan dengan

pemasangan bowplank untuk menentukan Peil (duga) lantai dan letak as-as bangunan.

Pemakaian bowplank hanya digunakan untuk pekerjaan pengukuran dan pemindahan

as (Peil) bangunan, setelah itu bouwplank dibongkar dan tidak digunakan. Sehingga

setiap proyek kontruksi,  pemakaian kayu untuk pemasangan bouwplank hanya

digunakan satu kali, jika kontraktor  mendapat proyek lebih dari satu proyek, maka

banyak material kayu yang digunakan untuk pembuatan bouwplank. Hal ini

menimbulkan pemborosan penggunaan kayu yang merupakan salah satu dari sekian

sumber daya alam (SDA) yang terus berkurang.Tugas Akhir ini mencoba meneliti

kombinasi besi dan multipleks sebagai material pengganti kayu dalam pembuatan

bouwplank, ditinjau dari segi biaya dan efesiensi penggunaan material.Dan

diharapkan mampu memberikan alternatif pilihan penggunaan bahan baku

pembuatan bouwplank yang digunakan dalam pelaksanaan konstruksi

bangunan,dalam upaya mengurangi tingkat pemborosan pemakaian kayu kepada

semua pihak. Penelitian ini dilakukan dengan cara membandingkan metode

pelaksanaan dan material penggunaan bouwplank kayu dengan bouwplank kombinasi

besi dan multipleks sebagai pengganti yang di tinjau dari segi biaya pelaksanaan

pekerjaan, yang diaplikasikan pada proyek pembangunan gedung dekanat fakultas

kesehatan masyarakat (FKM) Universitas Jember, pembangunan ruang kelas SMPN

DARSONO Kec. Arjasa, Kab. Jember APBD tahun 2009 dan pembangunan pasar

desa semboro Kec. Semboro Kab. Jember, yang dihitung berdasarakan satuan meter

panjang ( m’ ). Dari hasil perhitungan Rencana Anggaran Biaya antara bouwplank

kayu dan bouwplank besi yaitu: Rp 9.627.528,56 dan Rp. 2.757.610,45 sehingga



ix

selisih RAB adalah Rp. Rp. 6.869.918 atau 70%. Penggunaan bouwplank besi dalam

pekerjaan pengukuran dan pemasangan bouwplank lebih hemat 3 kali dari pada

penggunaan bouwplank kayu hal ini karena biaya pembuatan bouwplank besi dibagi

dengan usia pakai 310 kali. Dalam jangka waktu 310 kali proyek, penggunaan

bouwplank besi dapat menghemat pemakaian material kayu sebanyak 720,44 m3.
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SUMMARY

Comparison of Application Between Wood Bouwplank and Iron Bouwplank

Reviewed from Estimated Budget Cost: Yahya Baihaqi, 081903103006; 2013; 40

Page; Civil Engineering; Engineering Faculty of Jember University.

In construction operation, preparation of construction site the first job is set the

bouwplank to determine Peil (prediction) of floor and the building axle. Bouwplank

application is use for measurement and redeployment building axle (Peil), after that

bouwplank removed and will not use anymore. So that in every construction project,

wood bouwplank application just used once, if the contractor had many construction

project, that many consumption of wood to make bouwplank. This case make a big

waste of wood, wich is wood is one of many natural resource that continues to

diminishing. This final task try to investigate combination of iron bar and multiplex

that can subtitute bouwplank that made from wood, reviewed from budget cost and

efficiency of material. This study expected to give an alternative of bouwplank

material that use in construction site, and attempt to reduce waste of wood from all

people. This study compare implementation method wood bouwplank and iron

bouwplank that reviewed estimated budget cost,  that applied in building project

Dekanat building of Publict Health faculty (FKM) Jember University, classroom

construction SMPN DARSONO Kec. Arjasa, Kab. Jember, APBD of 2009 and

construction of semboro marketplace Kec. Semboro Kab. Jember, that calculated

based of meter unit long ( m’ ). From calculating result Estimated Budget Cost

(RAB) between wood bouwplank and iron bouwplank is: Rp. 9.627.528,56 and Rp.

2.757.610,45 so difference of RAB between both of them is Rp. 6.869.918 or

saving about 70%. Iron bouwplank application is 3 time more efficient than wood

bouwplank, because fabrication cost of iron bouwplank divided with 310 usable time.

In 310 time construction project, iron bouwplank saving  720,44 m3 of wood material.
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