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Perancangan Sistem Monitoring Tegangan Tiga Fasa Pada Panel Meter Secara 

Realtime Menggunakan REVERSE AJAX (Contruction Of Realtime Three Phase 

Monitoring Sistem On Panel Meter Using Reverse Ajax) 

Decky Fiyemonda 

Jurusan Teknik Elektro, Fakultas Teknik, Universitas Jember 

ABSTRACT 

Nowdays, has been widely circulated various types and models of digital 

electrical measuring instrument that can be controlled and monitored remotely using 

a serial connection, parallel, or even TCP / IP. One is the gauge Lovato DMK series 

32 can get the amount of electrical quantities such as power voltage, phase and 

others and transmit the data obtained to the RS-485 port. 

In this paper, the PC – DMK connection is transformed form RS-485 to TCP / 

IP which are more flexible and more easily converted, and processed on the 

computer side, the process is handled by a multi-client server socket program based 

on PHP langguange. Socket server is considered connected DMK and all users as a 

client, sends repeated queries to the DMK to ask for the results of the measurement 

that shipped the data on format that is recognized by device in RTU modbus. The 

results obtained for a single query sent by iterating through the connected client in 

the form of RAW TCP / IP String data so that all clients can get the same 

measurement results, and then save the results into a database. 

Client connect to the server use webbrowser based dmkwatcher application 

that support TCP / IP socket connection, then process obtained string packet data 

and then represented in various forms such as tables, line charts, gauges and so on, 

in this paper, the client application is also equipped featured viewer log data. 

Key words: dmk, socket, server, client, database, php 
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 Hingga saat ini, telah banyak beredar berbagai jenis dan model alat ukur 

listrik digital yang dapat dikendalikan dan di pantau dari jarak jauh dengan 

menggunakan hubungan serial, pararel, atau bahkan TCP/IP. Salah satunya alat ukur 

Lovato DMK seri 32 yang dapat mendapatkan besaran besaran listrik seperti 

tegangan arus daya, fase dan lain lain dan mengirimkan data yang didapatkan ke port 

RS-485. 

 Pada karya tulis ini, hubungan PC – ke DMK di ubah ke bentuk TCP/IP yang 

lebih fleksibel dan lebih mudah di konversi, ataupun diolah di sisi computer, proses 

ini di tangani oleh suatu program socket server multi client. Socket server ini 

menganggap DMK dan semua user yang terhubung sebagai client, mengirimkan 

berulang kali query ke DMK untuk meminta hasil pengukuran alat dengan format 

data yang dikirimkan disesuaikan dengan format yang dikenali oleh alat dalam 

modbus RTU. Hasil yang didapatkan untuk satu kali query dikirimkan secara iterasi 

ke seluruh client yang terhubung dalam bentuk RAW TCP/IP String data sehingga 

seluruh client dapat mendapatkan hasil pengukuran yang sama, dan kemudian 

menyimpan hasilnya ke sebuah database. 

 Client dapat terhubung keserver menggunakan aplikasi dmkwatcher berbasis 

webbrowser yang dapat mendukung hubungan TCP/IP socket, dan mengolah paket 

data string yang didapatkan dan kemudian merepresentasikan dalam berbagai bentuk 

seperti table, line chart, gauge dan sebagainya, dalam karya tulis ini, aplikasi client 

juga diperlengkapi dengan fitur penampil data log. 
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