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RINGKASAN 

Perbandingan Kinerja Struktur Gedung Perpustakaan Universitas Jember 

Menggunakan Bresing Dengan Metode Spektrum Respons ; Aldiono Romadhoni, 

071910301030; 2011: 150 Halaman; Jurusan Teknik Sipil Fakultas Teknik 

Universitas Jember. 

Bencana alam seperti gempa bumi yang akhir-akhir ini terjadi menyebabkan 

banyaknya bangunan yang mengalami keruntuhan sehingga memakan banyak korban. 

Hal ini disebabkan karena pada saat gempa terjadi, gedung akan mengalami 

simpangan horisontal (drift) dan apabila melebihi syarat aman yang telah ditetapkan 

oleh peraturan yang ada maka gedung akan mengalami keruntuhan. 

Penelitian ini akan mencoba menganalisis dan menghitung simpangan dan 

pola keruntuhan gedung perpustakaan universitas Jember yang menggunakan tipe two 

story X-bresing dan  meletakkan posisi bresing pada sumbu kuat dan sumbu lemah 

gedung. 

Hasil penilitian menunjukkan bahwa simpangan gedung dengan bresing pada 

sumbu lemah gedung memiliki simpangan terkecil jika dibandignkan dengan bresing 

pada sumbu kuat gedung, hal ini terjadi karena gedung dengan bresing pada sumbu 

lemah gedung lebih kaku dibandingkan gedung dengan bresing pada sumbu lemah 

gedung. Pola keruntuhan untuk kedua gedung dimulai dengan hancurnya bresing 

dilanjutkan dengan hancurnya balok dan terakhir hancurnya kolom pada gedung 

Perpustakaan Universitas Jember. 

Dari hasil analisa tersebut memungkinkan untuk diadakan penelitian lebih 

lanjut dengan menggunakan material balok, kolom, dan bresing yang sama, dan 

menggunakan tipe bresing lainnya. 
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SUMMARY 

Comparison structure ability library building of Jember University use Brecing 

With Spektrum Response Method; Aldiono Romadhoni, 071910301030; 2011: 150 

Pages; Civil Engineering Department Faculty of engineering Jember university.. 

Natural disasters such as earthquakes which recently occurred causing many 

buildings that had collapsed so that it takes a lot of casualties. This is because at the 

time of the earthquake, the building will have a horizontal deviation (drift) and if 

it exceeds the safetyrequirements established by existing regulations then the 

building will collapse. 

This Study will attempt to analyze and calculate the deviation and pattern 

collapse library building of Jember University that uses two story-X bresingand put 

the position on the axis brecing in strong and weak axis of the building. 

Results of this research  show that the deviation of the 

building with bresing on weak axis of the building has the 

smallest deviation between with bresing on building a strong axis, this 

happens because the building with brecing on weak axis of the building is more rigid 

than the building with bresing on weak axis of the building. Patterns for both 

buildings collapse begins with the destruction brecing followed by destruction 

of beams and columns in the final destruction of Jember University Library building. 

 

From the result of this analysis allow for further research conducted with the 

use of materials beams, columns, and brecing the same, and using other types of 

brecing. 
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