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RINGKASAN 

 

Karakteristik Pembakaran Briket Ampas Tebu Dengan Variasi Temperatur 

Pirolisis; Ubaidillah, 101910101052: Program Studi Strata Satu Teknik Mesin 

Jurusan Teknik Mesin Fakultas Teknik Universitas Jember.  

Briket merupakan bahan bakar padat yang terbuat dari limbah organik, limbah  

pabrik maupun limbah perkotaan. Komposisi campuran briket terdiri dari bahan baku 

utama berupa arang ampas tebu dan perekat tapioka. Penelitian ini bertujuan untuk 

mengetahui karakteristik pembakaran briket ampas tebu dengan variasi temperatur 

pirolisis.  

Jenis penelitian ini adalah metode eksperimental. pengujian karakteristik 

pembakaran briket ampas tebu digunakan alat bom kalorimeter untuk mengetahui 

nilai kalor, laju pembakaran, dan alat prototype untuk mengetahui waktu pengapian 

dan waktu pembakaran. Pengujian menggunakan spesimen briket ampas tebu 

dengan variasi tempratur pirolisis (tanpa dipirolisis 210
0
C, 300

0
C, 390

0
C). Data di 

peroleh dianalisis dengan persamaan nilai kalor dan laju pembakaran untuk 

menentukan apakah terdapat perbedaan antara keempat spesimen.  

Hasil penelitian menunjukkan bahwa briket ampas tebu dengan variasi 

tempratur pirolisis (tanpa dipirolisis 210
0
C, 300

0
C, 390

0
C) Diantara hasil pengujian 

karakteristik pembakaran ampas tebu diperoleh hasil yang paling optimum pada 

variasi temperatur pirolisis 390
0
C yaitu rata-rata nilai kalor sebesar 5974.198 cal/gr, 

rata-rata laju pembakarannya 0.001567 gr/s, rata-rata ignition time 35detik dan 

burning time rata-rata 1787.447 detik. 
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SUMMARY 

 

Combustion Characteristics bagasse Briquette Pyrolysis Temperature 

Variations; Ubaidullah, 101910101052: Tier One Program Mechanical Engineering 

Department of Mechanical Engineering Faculty of Engineering, University of 

Jember. 

Briquette is a solid fuel made from organic waste, sewage  

plants and municipal waste. Briquette composition comprising a mixture of primary 

raw materials such as bagasse charcoal and tapioca adhesive. This study aims to 

determine the combustion characteristics of bagasse briquettes with pyrolysis 

temperature variation.  

This research is an experimental method. testing the characteristics of bagasse 

briquettes combustion bomb calorimeter apparatus used to determine the calorific 

value, the rate of combustion, and a prototype tool to determine the ignition time and 

burning time. Tests using bagasse briquette specimens with variations tempratur 

pyrolysis (without dipirolisis 2100C, 3000C, 3900C). The data obtained were 

analyzed with a calorific value equation and the firing rate to determine whether there 

are differences between the four specimens.  

The results showed that the variation of bagasse briquettes tempratur pyrolysis 

(without dipirolisis 2100C, 3000C, 3900C) Among the characteristics of the test 

results obtained by burning bagasse most optimum results at 3900C pyrolysis 

temperature variations with an average heating value of 5974,198 cal / g, average The 

average firing rate of 0.001567 g / s, the average ignition time and burning time 

35detik average 1787,447 seconds. This suggests that there are differences in calorific 

value and the rate of combustion of bagasse briquettes with different variations of 

pyrolysis tempratur. 
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