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RINGKASAN 

 

Dengan semakin berkembangnya ilmu pengetahuan dan tuntutan 

kehidupan manusia yang semakin kompleks serta kemajuan teknologi yang sangat 

pesat, dibutuhkan tenaga ahli madya yang kreatif, inovatif, dan produktif dibidang 

teknologi tepat guna. Karena hal ini sangat dibutuhkan untuk membantu 

meringankan pekerjaan manusia. 

Pembuatan teknologi tepat guna berupa mesin pengepres tebu 3 roll adalah 

solusi yang tepat digunakan untuk membantu masyarakat mengolah hasil 

pertanian berupa tebu yang kemudian di jadikan gula merah. Mesin pengepres 

tebu ini merupakan suatu alat yang berfungsi untuk menggiling tebu dan 

mesisahkan antara ampas dan airnya yang kemudian disaring. 

Dengan menggunakan 3 buah roll memudahkan proses bekerjanya mesin 

pengepres tersebut untuk mendapatkan sari tebu. Mekanisme dari roller tersebut 

adalah dengan menggunakan sabuk-V, yang dihubungkan dengan sproket dan 

diteruskan ke poros utama. Dan roller - roller tersebut di gerakan dengan 

menggunakan sebuah mesin melalui perantara pulley, sabuk-V, sproket dan roda 

gigi. Sehingga roller dapat bergerak searah dengan poros utama.  
 
Mesin pengepres tebu 3 roll pada pengoperasiannya menggunakan daya 

sebesar 5.5 HP, sedangkan torsi maximum ( T ) sebesar 1024 Kg mm dengan 

putaran 2179 rpm. Mesin ini dapat menggiling tebu setiap 1 menit sebanyak 6 

sampai 7 batang dengan 3 kali proses pengulangan pemerasan, proses 

pengulangan dilakukan sebanyak 3 kali supaya kandungan dalam tebu benar benar 

terperas. Dari hasil pengujian 12 batang tebu akan menghasilkan sebanyak 1,5 

liter air tebu. 

max
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SUMMARY 
 

With the development of science and the demands of human life is 

increasingly complex and technology advances very rapidly, it takes experts 

associate creative, innovative, and productive field of appropriate technology. 

Because it is very necessary to help alleviate human tasks. 

Preparation of appropriate technology in the form of sugar cane pressing 

machine three roll is the right solution is used to help people cultivate crops of 

sugar cane which is then made in brown sugar. Machine presses this cane is a tool 

that serves to grind sugar cane and mesisahkan between pulp and water is then 

filtered. 

By using 3 fruit roll facilitate the workings of the machine presses to get 

the cane juice. The mechanism of the roller is to use a belt-V, which is connected 

with a sprocket and forwarded to the main shaft. And roller - roller is in motion by 

using a machine through an intermediary pulley, V-belt, sprocket and gears. So 

that the roller can be moved in the direction of the main shaft. 

3 roll machine cane presses the operation using the power of 5.5 HP, while 

the maximum torque (T) of 1024 kg 2179 mm with a rotation rpm. This machine 

can grind sugar cane every 1 minute as much as 6 to 7 stems with 3 times the 

repetition of extortion, repeat the process carried out 3 times so that the content of 

the cane is really squeezed. From the results of testing 12 sugar cane will produce 

as much as 1.5 liters of sugarcane juice. 
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